SAFETY FENCE AND JURISDICTIONAL FLAGGING:

Description

Safety Fence shall consist of furnishing materials, installing and rn@mng polyethylene or
polypropylene fence along the outside riparian buffegflamd, or water boundary, or other
boundaries located within the construction corridor tokntlage areas that have been approved to
infringe within the buffer, wetland, endangered vegetatiotiu@lly sensitive areas or water.
The fence shall be installed prior to any land disturbingyities.

Interior boundaries for jurisdictional areas noted abshvall be delineated by stakes and highly
visible flagging.

Jurisdictional boundaries at staging areas, wastg sitdorrow pits, whether considered outside
or interior boundaries shall be delineated by stakes ahtiyhigible flagging.

Materials
(A)  Safety Fencing

Polyethylene or polypropylene fence shall be a highly wasipteconstructed safety fence
approved by the Engineer. The fence material shall &awdtraviolet coating.

Either wood posts or steel posts may be used. Wood pwadtde hardwood with a wedge or
pencil tip at one end, and shall be at least 5 ft. igtlewith a minimum nominal 2" x 2” cross
section. Steel posts shall be at least 5 ft. in leragttd,have a minimum weight of 0.85 Ib/ft of
length.

(B) Boundary Flagging

Wooden stakes shall be 4 feet in length with a mininmaminal 3/4” x 1-3/4” cross section.
The flagging shall be at least 1” in width. The flaggingtenal shall be vinyl and shall be
orange in color and highly visible.

Construction M ethods

No additional clearing and grubbing is anticipated for theallagion of this fence. The fence
shall be erected to conform to the general contour ofritwend.

(A) Safety Fencing

Posts shall be set at a maximum spacing of 10 ft., niaéatan a vertical position and hand set
or set with a post driver. If hand set, all backiiiaterial shall be thoroughly tamped. Wood
posts may be sharpened to a dull point if power driverstsRtamaged by power driving shall be
removed and replaced prior to final acceptance. Theabak wood posts shall be cut at a 30-



degree angle. The wood posts may, at the option o€tmeractor, be cut at this angle either
before or after the posts are erected.

The fence geotextile shall be attached to the woodspeih one 2" galvanized wire staple
across each cable or to the steel posts with wireher aicceptable means.

Place construction stakes to establish the locatioheo$afety fence in accordance with Article
105-9 or Article 801-1 of th&andard Specifications. No direct pay will be made for the staking
of the safety fence. All stakeouts for safety fesball be considered incidental to the work
being paid for as “Construction Surveying”, except that whbese is no pay item for
construction surveying, all safety fence stakeout witbbédormed by state forces.

The Contractor shall be required to maintain the gdéice in a satisfactory condition for the
duration of the project as determined by the Engineer.

(B) Boundary Flagging

Boundary flagging delineation of interior boundaries sbalfisist of wooden stakes on 25 feet
maximum intervals with highly visible orange flagging alted. Stakes shall be installed a
minimum of 6” into the ground. Interior boundaries maystaked on a tangent that runs parallel
to buffer but must not encroach on the buffer at amgatlon. Interior boundaries of hand

clearing shall be identified with a different coloredgfiang to distinguish it from mechanized

clearing.

Boundary flagging delineation of interior boundaries willgdaced in accordance with Article
105-9 or Article 801-1 of theStandard Specifications. No direct pay will be made for
delineation of the interior boundaries. This delineatwlhbe considered incidental to the work
being paid for a€onstruction Surveying, except that where there is no pay item or constnuctio
surveying the cost of boundary flagging delineation shalhbkided in the unit prices bid for
the various items in the contract. Installation folirdation of all jurisdictional boundaries at
staging areas, waste sites, or borrow pits shall sbo$iwooden stakes on 25 feet maximum
intervals with highly visible orange flagging attached. k8sashall be installed a minimum of 6”
into the ground. Additional flagging may be placed onrbaeging vegetation to enhance
visibility but does not substitute for installation cdlsts.

Installation of boundary flagging for delineation of alfigdictional boundaries at staging areas,
waste sites, or borrow pits shall be performed in accoelavith Subarticle 230-4(B)(3)(d) or
Subarticle 802-2(F) of th&andard Specifications. No direct pay will be made for this
delineation, as the cost of same shall be included iartherices bid for the various items in the
contract.

The Contractor shall be required to maintain alteveastakes and highly visible flagging in a
satisfactory condition for the duration of the projgstdetermined by the Engineer.



M easurement and Payment

Safety Fence will be measured and paid as the actual number of limedroff polyethylene or
polypropylene fence installed in place and accepted. Sugshegua will be full compensation
including but not limited to furnishing and installing fence getile with necessary posts and
post bracing, staples, tie wires, tools, equipment andentals necessary to complete this work.

Payment will be made under:

Pay Item Pay Unit
Safety Fence Linear Foot



